SHEET: DS-WG1

RECOMMENDED
INSTALLATION
PROCEDURE

RALLIANCE

WALL GIRDER INSIDE WALL
(PLIES MAY VARY)\

TRUSS

WALL (UPPER ROOF OVER)

THREE (3)
/A

H2.5A ANCHOR

WALL

3"-10d TOE NAILS ‘\%
2x BLOCKING, SAME SIZE AS WALL——/
GIRDER TOP CHORD @ 24" o.c.

FASTEN TO ROOF SHEATHING AS
PER DIAPHRAGM NAILING.

LOW ROOF
(PARALLEL)

GIRDER

2x BLOCKS @ 24" o.c.—/

TO ATTACH SHEATHING —/
N————2x4 ALONG T.C. TO ATTACH SHEATHING

DO NOT USE

BOX-END JOIST (LEDGER

ON FLOOR CONISIECTION) TOP VIEW
\ FLOOR JOISTS

——|

JOIST HANGERS BY OTHERS

WALL GIRDER INSIDE, ROOF PARALLEL, FLOOR PERPENDICULAR

NOT TO SCALE

PLYWOOD DIAPHRAGM NAILING

2x BLOCKING BETWEEN TRUSSES

//—WALL (UPPER ROOF OVER)

WALL GIRDER INSIDE WALL
/_ (PLIES MAY VARY)

xx H2.5A ANCHOR FLUSH TO

UNDERSIDE OF W.G. TOP CHORD

/

LOW ROOF
(PERPENDICULAR)

TOE NAIL VERTICAL WEB TO ALL WALL
GIRDER DIAGONAL WEBS WITH THREE (3)

4 3" - 10d NAILS.

DO NOT USE
BOX-END JOIST (LEDGER)
ON FLOOR CONNECTION

FLOOR JOISTS

TRUSS HANGERS
(SEE TRUSS LAYOUT FOR TYPE)

JOIST HANGERS BY OTHERS

WALL GIRDER INSIDE, ROOF PERPENDICULAR, FLOOR PERPENDICULAR

B

NOT TO SCALE
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