SHEET: DS-WG7

RECOMMENDED
INSTALLATION
PROCEDURE

RALLIANCE

PLYWOOD DIAPHRAGM NAILING
2x BLOCKING BETWEEN TRUSSES

2x4 PRESSURE BLOCKING NAILED TO
GIRDER TOP CHORD AND 2x4 END POST‘\

LOW ROOF
(PERPENDICULAR)

TRUSS

/—WALL (UPPER ROOF OVER)

WALL GIRDER INSIDE WALL
/- (PLIES MAY VARY)

/
| —waLL
_ y GIRDER
ROOF TRUSSES @ 24" o.c.—/ I
2x4 PRESSURE BLOCKING\_/
BETWEEN TRUSSES ATTACHED
TO WALL GIRDER TOP CHORD

/—FLOOR JOISTS PARALLEL TO GIRDER

N

TRUSS HANGERS
(SEE TRUSS LAYOUT FOR TYPE)

WALL GIRDER INSIDE, ROOF PERPENDICULAR, FLOOR PARALLEL

NOT TO SCALE

PLYWOOD DIAPHRAGM NAILING
2x BLOCKING BETWEEN TRUSSES

/

2x4 PRESSURE BLOCKING NAILED TO
GIRDER TOP CHORD AND 2x4 END POST—\

LOW ROOF
(PERPENDICULAR)

I/—WALL (UPPER ROOF OVER)

WALL GIRDER INSIDE WALL
/_ (PLIES MAY VARY)

DO NOT USE

BOX-END JOIST (LEDGER)
ON FLOOR CONNECTION

FLOOR JOISTS

TRUSS HANGERS
(SEE TRUSS LAYOUT FOR TYPE)

JOIST HANGERS BY OTHERS

WALL GIRDER INSIDE, ROOF PERPENDICULAR, FLOOR PERPENDICULAR

NOT TO SCALE
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